TriOptic™ Beam Patterns

DR1 2.0 KIT / sroT BEam DisTaANCE: 1000FT / WIDTH: 75FT / RAw LUMENS: 2190
SIGHT DISTANCE AT 68MPH 2 SEC 3 SEC 4 SEC 5 SEC 6 SEC 7 SEC 8 SEC O SEC 10 sEC 11 SEC 12
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DR1 2.0 KIT / sepor-HYyeBrID BEAM DISTANCE: 910FT / WIDTH: 120FT / RaAw LUMENS: 2190
SIGHT DISTANCE AT 68MPH 2 SEC 3 SEC 4 SEC 5 SEC 6 SEC 7 SEC 8 SEC O SEC 10 sEC 11 SEC 12
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100 LX . 75 LX . 50 LX . 25 LX . 10 LX . 5 LX . 2 LX . 1.5 LX 1 LX 0.5 LX i ... STANDARD 7” HIGH BEAM
DR1 2.0 KIT // TRUE-HYBRID = BEAM DISTANCE: 53 3FT / WIDTH: 165FT / RAW LUMENS: 2190
SIGHT DISTANCE AT 68MPH 2 SEC 3 SEC 4 SEC 5 SEC 6 SEC 7 SEC 8 SEC O SEC 10 sEC 11 SEC 12
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100 X . 75 LX . 50 LX - 25 LX . 10 X . S LX . 2 LX . 1.5 LX 1T LX 0.5 LX STANDARD 7” HIGH BEAM



